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Green-Cap (ELECTRIC DOUBLE LAYER CAPACITORS) 

Unit : mm
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Insulating sleeve Ød±0.05 Tinned copper-ply wire

Safety vent

·Endurance : 2.5V 70°C 1000 hours, 2.7V 60°C 1000 hours
·The small size and high capacitance, low resistance
·Can be charge and discharge more times than secondary batteries   

Radial Type, Standard 
SeriesDS

Item                                                                                           Characteristics
Operating temperature range
Rated Voltage
Capacitance tolerance

Low temperature characteristics

Endurance (2.5V:70°C, 2.7V:60°C)

Shelf life (2.5V:70°C, 2.7V:60°C)

Life Time at RT (1)

Cycle Life (25°C) (1)(2)

-25 ~ +70°C 
2.5VDC
-20 ~ +20% at 20°C

-40 ~ +60°C 
2.7VDC

Test time
Capacitance change
Internal resistance

1000 hours
Within ±30% of initial value
Less than 300% of initial at specified value

Capacitance change
Internal resistance

Within ±30% of initial value at +20°C (-25 to+70°C,-40 to+60°C)
Less than 400% of initial at +20°C

After 1000 hours no load test same as endurance
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(1) I△CI䡽30% and △ESR䡽100% of initially specified value,
respectively and LC䡽specified value

(2) Cycle : between rated voltage and half rated voltage 
under constant current at 25°C

10 years

500,000 cycles

● CHARACTERISTIC LIST & DIMENSIONS
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ESR, 1KHz
(m )

ESR, DC
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Specific Energy Specific Power Dimension
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